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  چكيده 
هاي اخير باعث استفاده توسعه صنعتي، كشاورزي و افزايش جمعيت در دهه

هاي روز افزون از مواد شيميايي، كودها و افزايش ضايعات صنعتي در بخش
هاي زيرزميني شده است. مختلف و در نتيجه آلودگي منابع آب خصوصا آب

عنوان  پذير به عمال يك مديريت مناسب بر منابع آب با تعيين مناطق آسيبا
پذيري در هدف اين پژوهش ارزيابي آسيب تواند مفيد باشد. اولين راهكار مي

دشت مركزي گيلان با مدل دراستيك بود. جهت شناسايي نواحي 
پذير آبخوان دشت مركزي گيلان در برابر آلودگي، از مدل مذكور  آسيب

پذيري آبخوان تهيه شد. اصول مدل دراستيك بر پايه  تفاده و نقشه آسيباس
ي عمق تا سطح ايستابي، تغذيه خالص، محيط آبخوان، تركيب هفت مولفه

محيط خاك، توپوگرافي، محيط غيراشباع و هدايت هيدروليكي است كه 
دهي؛ اعمال تاثير وزني به هر مولفه و تركيب جبري هفت  پس از رتبه

پذيري آبخوان خواهد بود. براي اين كار  نتيجه نهايي معرف آسيبمولفه 
ابتدا اطلاعات مربوط به هفت مولفه در آبخوان دشت مركزي گيلان جمع 

نياز مدل تهيه  هاي موردنهايتا لايه GISآوري و پس از ورود به نرم افزار 
 هاي هم پوشاني و پس از اعمال ضرايبگرديد. سپس با استفاده از تكنيك

پذيري منطقه تهيه گرديد. نمايه  وزني لازم بر هر لايه، نقشه نهايي آسيب
پذيري ابخوان دشت  براي آسيب 82-182حاصل از مدل دراستيك بين 

پذيري خيلي كم و  مركزي گيلان متغير بود. در اين دشت آسيب
پذيري خيلي زياد مشاهده نشد. نقشه نهايي مدل دراستيك نشان داد  آسيب

درصد داراي  55/50پذيري بالا و  درصد از منطقه داراي آسيب 64/48كه 
پذيري  دشت داراي آسيب از پذيري متوسط و تنها مساحت كوچكي آسيب

هاي مدل دراستيك و باشد. نتايج حاصل از همبستگي بين مولفه كم مي
ي  يون نيترات نشان داد كه بيشترين همبستگي بين يون نيترات و مولفه

هاي مورد  ابي وجود دارد. ميانگين غلظت نيترات در چاهعمق تا سطح ايست
  گرم بر ليتر است. ميلي 92/8مطالعه در دشت مركزي گيلان برابر

، GISشاخص دراستيك، آناليز حساسيت، نيترات،  كليدي: هاي واژه
 گيلاناستان 
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Abstract 
Industrial and agricultural developments and the population of 
rural and communities led to excessive consumption of 
chemical detergents and fertilizers and increasing industrial 
wastwater which threaten water resources in last decades. 
Vulnerability of the water resources is a continuation of such 
trends. The first step in management of the groundwater 
resources is a determination of the vulnerable areas. The 
objective of this research was determin the vulnerability 
assessment of the central plain of Guilan using DRASTIC 
model. Principles of the model are based on overlaying of seven 
thematic maps of depth to water table, net recharges, aquifer 
media, soil media, topography, vados zone and hydraulic 
conductivity by considering appropriate weights and rates. The 
database was constructed by introducing the mentionec maps. 
Index of DRASTIC model for aquifer vulnerability of the 
central plain Guilan was ranged in 82-182. In this plain, there 
was not very much and very low vulnerability classes. The final 
map of DRASTIC model showed that % 48.64 of the area has 
high vulnerability and % 50.55 has medium vulnerability and 
only a small area of plain (% 0.81) has low vulnerability. Th 
estatistical summary of the DRASTIC model elements shows 
that the element of depth to groundwater table has the greatest 
impact on DRASTIC model. Also based on the map remove and 
single element sensitivity, depth to groundwater table is 
identified as the effective element in the central plain of Guilan. 
The results of the correlation between the elements of 
DRASTIC model and nitrate concenteration showed that there 
is the highest correlation between nitrate and depth to 
groundwater table. The average concentration of nitrates is 8.92 
mg/lit in the wells studied at the Central Plains Guilan. In all 
wells studied, nitrate concentration was lower than the 
recommended level by US Environmental Protection Agency 
(45 mg/lit). 
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